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Winch System Grille Guard
Installation Instructions

33652 & 33652B
Dodge Durango  ‘08

Thank you for choosing Go Industries’ products.   For additional installation 
assistance,  please call Technical Support (800) 527-4345 or (972) 783-7444
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Parts list:
1 - Inner Frame Bracket                                10 - 1/2” x 2” HH Bolts 
1 - Bottom Bracket                                         10 - 1/2” Hex Nuts
1 - Driver Top Brace                                        10 - 1/2”  Lock Washers
1 - Passenger Top Brace                                20 - 1/2” Flat Washers 
2 - Uprights                                                     
3 - 2 1/2” x 36” Cross Tubes                         
6 - 3/8” x 1 1/2” Buttonhead Bolts            
6 - Plastic Washers                                        

1.  Remove the contents from the box and check for missing pieces or damage.  If parts are missing or damaged,  contact the original place of pur-
chase.  Read the instructions completely before beginning. 

2.   Remove the Factory Radiator Cover and Factory Grille:    Open the hood on the truck.   Using Diagram 2 & Diagram 3,  locate the factory 
radiator cover.   To remove the pop rivets,  use a flat head screwdriver to pull up on the pop rivets.  To remove the factory grill you must remove the 4 
bolts that are bolted to it.
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