
Thank you for choosing Go Industries’ products.   For additional installation 
assistance,  please call Technical Support (800) 527-4345 or (972) 783-7444Page 1 of 5 pages   11/17

Materials Needed for Installation:

Parts List:
(1) -  Enforcement  Grille Guard
(1) - Driver Side Bracket #46737-7
(1) - Pass. Side Bracket #46737-8
(2) - 77736-9 Nut Plates
(1) - Light Mount Plate
(1) - Wiring Cover Plate
(1) - Light Cover (Specific to Application):
	 (2 Light Whelen)     (2 Light Sound OFF)     (2 Light Code 3)
	 (3 Light Whelen)     (3 Light Sound OFF)     (3 Light Code 3)
	 (4 Light Whelen)     (4 Light Sound OFF)     (4 Light Code 3)
	 (5 Light Whelen)     (5 Light Sound OFF)     (5 Light Code 3)

(3) - 38737-9 1” x ½” Round Spacer
(1) - 46737AKIT Hardware Kit
(1) - 38737KIT Hardware Kit
(1) - 38LTKIT Hardware Kit

*38737S4 Model Shown*

Hardware Kit Contents:

46737AKIT
(6)	 ½” x 1 ½” Hex Bolt Gr.5 Clear Zinc
(14)	 ½” x 1 ½” Hex Bolt Gr.5 Black Xylan
(24)	 ½” Flat Washer Black Xylan
(4)	 ½” Lock Washer Black Xylan
(10)	 ½” Nylon Locking Nut Black Xylan

38737AKIT
(2)	 ½” x 5 ½” Hex Bolt Gr.5 Black Xylan
(2)	 M12 - 1.75 x 50mm Hex Bolt Gr.5 Black Xylan
(4)	 ½” Flat Washer Black Xylan
(2)	 ½” Nylon Locking Nut Black Xylan

38LTKIT 
(12) - 10 - 24 x 3/8” Buttonhead Bolts

*Extra hardware may be included**Lights not included*
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 46737-7 (DRIVER) & 46737-8 (PASSENGER) Mounting Brackets

77736-9 Nut Plates

46737AKIT
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1.	 Remove the contents from the box and check for missing pieces or damage. If parts are missing or damaged, contact the original place of
	 purchase. Two people are strongly recommended for this install.  

2.	 Remove the factory tow hooks from both frame rails. If your vehicle was not equipped with factory tow hooks, remove the factory tow hook
	 block off panels that cover the ends of the frame rails. (This may require trimming of the bumper insert depending upon vehicle options)

3.	 Next, slide the mounting brackets through the tow hook openings in the front bumper. The driver side will use bracket #46737-7 and the
	 passenger side will use bracket #46737-8. The brackets will slide through the opening and under the bottom of the frame cradling it. Place the 
	 (6) 1/2” x 1 1/2” silver zinc bolts into the nuts welded on the bottom side of each bracket (3 per bracket). Only thread the bolts enough so they
	 do not protrude from the inside face of the brackets. Align the holes on sides of the brackets with the holes in the side of the frame.

4.	 The nut plate brackets #77736-9 will be placed inside the frame to aid in bolting the brackets to the frame. The driver side nut plate needs to 	
	 be aligned with the two holes in the side of the frame and bracket that face the center of the truck. The passenger side nut plate needs to be 	
	 aligned with the two holes in the side of the frame and bracket that will be facing the outside of the truck.

5.	 Place (1) 1/2” lock washer and (1) 1/2” flat washer onto (4) 1/2” x 1 1/2” bolts. Thread each of the (4) bolts with washers through the side of the 	
	 brackets and the frame and into the nut plates. Leave loose at this time. Place (1) flat washer each onto (2) 1/2” x 1 1/2” bolts and insert (1) bolt
	 with washer into the outside hole on the driver side, going through the bracket and frame. Place (1) 1/2” flat washer, (1) 1/2” lock washer and 	
	 (1) 1/2” nut onto the bolt from inside the frame. Insert (1) bolt with washer into the inside/center facing hole on the passenger side, going 	
	 through the bracket and frame. Place (1) 1/2” flat washer, (1) 1/2” lock washer and (1) 1/2” nut onto the bolt from inside the frame. Leave both
	 slightly loose at this time.

6.	 Use two people to hold Grille Guard up to mounting brackets. Align the four holes on each mounting bracket with the four holes on each 	
	 upright. The uprights will be placed on the outside of the mounting brackets. Using (1) 1/2” x 1 1/4” bolt with (2)1/2” flat washers, and (1) 1/2”
	 nylon locking nut in each of the upper holes to attach the Grille Guard to the mounting brackets. If the vehicle did not come equipped with
	 factory tow hooks (or if tow hooks are not to be re-installed), use the same bolt configuration through the bottom holes of the Grille Guard
	 and brackets on each side and hand tighten all bolts and nuts.

7.	 If tow hooks will be used, first flip the tow hook over and place the tow hooks in the ends of the brackets (the tow hooks will be pointing up)
       7A. 	 On the driver side: Use (1) 1/2” x 5 1/2” bolt, (1) 1/2” flat washer with the head of the bolt coming from the outside towards the inside of the
	 bracket. The bolt will go in the front lower hole; through the Grille Guard upright, the outer side of the mounting bracket, (1) 38737-9 round
	 spacer, the tow hook, and the inner side of the mounting bracket. Then place (1) 1/2” flat washer and (1) 1/2” nylon locking nut onto the
	 threaded end of the bolt and hand tighten at this time. On the rear lower hole, use an M12 x 60 bolt going from the outside of the vehicle
	 towards the inside of the bracket and; through the Grille Guard upright, the outer side of the mounting bracket, (1) 38737-9 round spacer,
	 threading into the tow hook. Hand tighten this bolt as well.
       7B. 	 On the passenger side: Use (1) 1/2” x 5 1/2” bolt, (1) 1/2” flat washer with the head of the bolt coming from the outside towards the inside of
	 the bracket. The bolt will go in the front lower hole; through the Grille Guard upright, the outer side of the mounting bracket, (1) 38737-9
	 round spacer, the tow hook, and the inner side of the mounting bracket. Then place (1) 1/2” flat washer and (1) 1/2” nylon locking nut onto
	 the threaded end of the bolt and hand tighten at this time. On the rear lower hole towards the center of the vehicle; use a M12 x 60 bolt going
	 from the inside of the vehicle towards the outside of the bracket and; through the inner side of the mounting bracket threading into the
	 towhook. On the rear lower hole towards the outside of the vehicle, use a (1) 1/2” x 1 1/4” bolt with (2)1/2” flat washers, and (1) 1/2” nylon
	 locking nut as described in step #6 going from the outside of the Grille guard to the inside of the mounting bracket. Hand tighten these bolts
	 as well.

8.	 First; adjust the grille guard  by hand close to level and where it appears vertical on the back side of the uprights, and tighten the Grille Guard
	 mounting bolts to the mounting brackets evenly from side to side. Next; using a 3/4” open end wrench, tighten the (6) lower adjuster bolts
	 against the bottom side of the frame, until the grille guard is even and level. Now tighten the (6) main bracket mounting bolts on the sides of
	 the frame,firmly securing the grille guard assembly to the vehicle. The lower adjuster bolts may now be tightened against the bottom of the
	 frame and snugged so they will not back out (you may use a small dab of threadlocker to accomplish this if you prefer).

**Do not over tighten the bottom adjuster bolts!**

9.	 Torque all 1/2” fasteners to appropriate levels (approximately 75 ft lbs.) with exception of the adjuster bolts.
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Inside Frame View of Mounting Bracket Hardware

Adjustment Bolts

 Nut Plate

Driver side of either frame view of mounting hardware
for mounting brackets installed on frame

Passenger side of either frame view of mounting hardware
for mounting brackets installed on frame

Nylon Locking Nut

Note: Re-check all hardware for proper tightness upon completion and periodically inspect hardware and parts 
for signs of wear throughout the life of the product.

Round Spacer Locations

Passenger Driver
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 (4 Light Whelen)

 (2 Light Whelen)

*38737S4 Model Shown*

10.	 You may now install your lights on to the light mount plate so that they correspond with the openings in the light cover

11.	 Install the light mount cover onto the light shelf of the grill guard  using (3) 10-24 x 3/8” bolts while allowing the electrical wiring to channel 	
	 into the wiring passages along the grille guard uprights

12.	 Once all lights are secured, install the light cover using (5) 10 - 24 x 3/8” bolts to secure the cover to the grille guard

13.	 After all electrical wiring is terminated and run for your vehicle setup, you can install the wiring cover plates using the remaining (4) 10 - 24 x 	
	 3/8” bolts

Light Mount Plate

Wiring Cover
Plates

10-24 x 3/8” bolt locations
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