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Note: Completely read instructions before beginning installation!
1. Remove the contents from the box and check for missing pieces or damage.  If parts are missing or damaged, contact the original place of  
 purchase.

*Tip:  Place masking tape on the top surface of the bed caps in the installation area. This will help protect the surface of the bed caps and also* 
*will provide a surface to clearly mark the locations for drilling the mounting holes. (Fig. 1)*

2.  Place the Baja Rak on to the bed caps positioning it evenly from side to side, and with approximately 4 1/4” of space between the front edge of  
 the foot and the back lower corner of the rear glass.

3. Once in the final position, mark the centers of the slots in the Baja Rak feet on the top of the bed caps. Then remove the Baja Rak from the  
 truck. (Fig. 2)

4. Measure approximately 5/8” from the inside edge of the bed and mark across the previous marks to determine your exact hole locations.

5. Begin each hole by making a pilot hole with a 1/8 “ drill bit on the center of the marks. After this use a 3/8” drill bit to drill the final size of the  
 mounting holes for your Baja Rak. (Fig. 3) Clean up any shavings or debris from the installation area. *If you used the masking tape you may 
 now remove it from the bed caps at this time*

6. Look on the underside of the bed rails for the plastic clips that secure the bed caps to the bed rails and trim the 2 most forward ones closest to  
 the drilled mounting holes so thet they are flush with the underside of the bed rails (Fig. 4) and reposition the Baja Rak back onto the truck’s
 bed caps. (Fig. 5)

7. Insert the (4) 5/16” - 18 x 1 3/4” bolts with (4) 5/16” flat washers (1 bolt and 1 washer for each mounting hole) through the mounting holes in
 the Baja Rak feet and the bed rails, then place the aluminum bracing strips under the bed rails using (4) 5/16” flat washers and (4) 5/16” nylon
 lock nuts (1 flat washer and 1 nylon lock nut per mounting bolt) to secure them. Realign the Baja Rak and tighten all of the mounting   
 hardware.

8. Place the side panels onto the Baja Rak [ 51708-7 (Driver side) and 51708-8 (Passenger side)] aligning the 4 holes per side with the
 corresponding holes in the 2 braces on the sides of the Baja Rak. Insert the 1/4” - 20 x 1” bolts through each of the four holes on the side panel,
 then place (1) 1/4” flat washer and (1) 1/4” nylon lock nut onto each bolt.  Gently tighten all the side plate bolts, use caution as to not over
 tighten and strip the allen hole of the button head bolts. (Fig. 6)

9. Now that your Baja Rak installaton is complete, if you are mounting lights you may install them according to their included instructions.

Note: Re-check all hardware for proper tightness upon completion and periodically 
inspect hardware and parts for signs of wear throughout the life of the product.

Parts List:
1 - Baja Rack #51750BL
1 - Driver Side Panel #51708-7
1 - Passenger Side Panel #51708-8
2 - Aluminum Bracing Strips
1 - 51750KIT Hardware Kit

Hardware Kit # 51750KIT Contents:
4 - 5/16” - 18 x 1 3/4” SS Button Head Bolts
8 - 5/16” SS Flat Washers
4 - 5/16” SS Nylon Lock Nuts
8 - 1/4” - 20 x 1” SS Button Head Bolts
8 - 1/4” SS Flat Washers
8 - 1/4” SS Nylon Lock Nuts
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